
 

 

 

Reducing Tees 
Schedule 40 
Inches / Pounds 

 

 
 

Nominal 
Pipe Size 

Dimensions of Run Dimensions of Branch 

Pipe 
Schedule 

Approximate 
Weight  

(in Pounds) 
Outside 

Diameter 
Wall 

Thickness 
Inside 

Diameter 

Center 
to End 

(C) 

Outside 
Diameter 

Wall 
Thickness 

Inside 
Diameter 

Center 
to End 

(M) 

¾ x ½ 1.05 0.113 0.824 1.12 .840 0.109 0.622 1.12 STD/40 0.41 

1 x ½ 1.32 0.133 1.05 1.50 .840 0.109 0.622 1.50 STD/40 0.78 

1 x ¾ 1.32 0.133 1.05 1.50 1.05 0.113 0.824 1.50 STD/40 0.81 

1 ¼ x ½ 1.66 0.140 1.38 1.88 .84 0.109 0.622 1.88 STD/40 1.3 

1 ¼ x ¾ 1.66 0.140 1.38 1.88 1.05 0.113 0.824 1.88 STD/40 1.3 

1 ¼ x 1 1.66 0.140 1.38 1.88 1.32 0.133 10.05 1.88 STD/40 1.3 

1 ½ x ½ 1.90 0.145 1.61 2.25 .84 0.109 0.622 2.25 STD/40 1.8 

1 ½ x ¾ 1.90 0.145 1.61 2.25 1.05 0.113 0.824 2.25 STD/40 1.8 

1 ½ x 1 1.90 0.145 1.61 2.25 1.32 0.133 1.05 2.25 STD/40 1.9 

1 ½ x 1 ¼ 1.90 0.145 1.61 2.25 1.66 0.140 1.38 2.25 STD/40 2 

2 x ¾ 2.38 0.154 2.07 2.50 1.05 0.113 .824 1.75 STD/40 2.5 

2 x 1 2.38 0.154 2.07 2.50 1.32 0.133 1.05 2.00 STD/40 2.8 

2 x 1 ¼ 2.38 0.154 2.07 2.50 1.66 0.140 1.38 2.25 STD/40 3 

2 x 1 ½ 2.38 0.154 2.07 2.50 1.90 0.145 1.61 2.38 STD/40 3.1 

2 ½ x 1 2.88 0.203 2.45 3.00 1.32 0.133 1.05 2.25 STD/40 4.6 

2 ½ x 1 ¼ 2.88 0.203 2.45 3.00 1.66 0.140 1.38 2.50 STD/40 4.8 

2 ½ x 1 ½ 2.88 0.203 2.47 3.00 1.90 0.145 1.61 2.62 STD/40 5.1 

2 ½ x 2 2.88 0.203 2.47 3.00 2.38 0.154 2.01 2.75 STD/40 5.4 

3 x 1 3.50 0.216 3.07 3.38 1.315 0.133 1.05 2.63 STD/40 6.5 

3 x 1 ¼ 3.50 0.216 3.07 3.38 1.66 0.140 1.38 2.75 STD/40 6.6 

3 x 1 ½ 3.50 0.216 3.07 3.38 1.90 0.145 1.61 2.88 STD/40 6.8 

3 x 2 3.50 0.216 3.07 3.38 2.38 0.154 2.07 3.00 STD/40 7 

3 x 2 ½  3.50 0.216 3.07 3.38 2.88 0.203 2.47 3.25 STD/40 7.2 

3 ½ x 1 ½ 4.00 0.226 3.55 3.75 1.90 0.145 1.61 3.12 STD/40 8.9 

3 ½ x 2 4.00 0.226 3.55 3.75 2.38 0.154 2.07 3.25 STD/40 9.2 

3 ½ x 2 ½ 4.00 0.226 3.55 3.75 2.88 0.203 2.47 3.50 STD/40 9.4 

3 ½ x 3 4.00 0.226 3.55 3.75 3.50 0.216 3.07 3.62 STD/40 9.8 

4 x 1 ½ 4.50 0.237 4.03 4.12 1.90 0.145 1.61 3.38 STD/40 11.2 

4 x 2 4.50 0.237 4.03 4.12 2.38 0.154 2.07 3.50 STD/40 11.2 

4 x 2 ½ 4.50 0.237 4.03 4.12 2.875 0.203 2.47 3.75 STD/40 11.4 

4 x 3 4.50 0.237 4.03 4.12 3.50 0.216 3.07 3.88 STD/40 11.6 

4 x 3 ½ 4.50 0.237 4.03 4.12 4.00 0.226 3.55 4.00 STD/40 11.9 



 

  
 

Reducing Tees – Schedule 40 (Continued) 
 
 

Nominal 
Pipe Size 

Dimensions of Run Dimensions of Branch 

Pipe 
Schedule 

Approximate 
Weight  

(in Pounds) 
Outside 

Diameter 
Wall 

Thickness 
Inside 

Diameter 

Center 
to End 

(C) 

Outside 
Diameter 

Wall 
Thickness 

Inside 
Diameter 

Center 
to End 

(M) 

5 x 2 5.56 0.258 5.01 4.88 2.38 0.154 2.07 4.12 STD/40 18.8 

5 x 2 ½ 5.56 0.258 5.05 4.88 2.88 0.203 2.47 4.25 STD/40 19 

5 x 3 5.56 0.258 5.05 4.88 3.50 0.216 3.07 4.38 STD/40 19.4 

5 x 3 ½ 5.56 0.258 5.05 4.88 4.00 0.226 3.55 4.50 STD/40 20 

5 x 4 5.56 0.258 5.05 4.88 4.50 0.237 4.03 4.62 STD/40 20.5 

6 x 2 6.62 0.280 6.07 5.62 2.38 0.258 2.07 4.75 STD/40 29 

6 x 2 ½ 6.62 0.280 6.07 5.62 2.88 0.237 2.47 4.75 STD/40 29.7 

6 x 3 6.62 0.280 6.07 5.62 3.50 0.226 3.07 4.88 STD/40 30 

6 x 3 ½ 6.62 0.280 6.07 5.62 4.00 0.216 3.55 5.00 STD/40 30 

6 x 4 6.62 0.280 6.07 5.62 4.50 0.203 4.026 5.12 STD/40 30.5 

6 x 5 6.62 0.280 6.07 5.62 5.62 0.154 5.05 5.38 STD/40 32 

8 x 3 8.62 0.322 7.981 7.00 3.50 0.216 3.068 6.00 STD/40 52 

8 x 3 ½ 8.62 0.322 7.981 7.00 4.00 0.226 3.548 6.00 STD/40 53 

8 x 4 8.62 0.322 7.981 7.00 4.50 0.237 4.026 6.12 STD/40 53.2 

8 x 5 8.62 0.322 7.981 7.00 5.56 0.258 5.047 6.38 STD/40 54 

8 x 6 8.62 0.322 7.981 7.00 6.62 0.280 6.065 6.62 STD/40 56.5 

10 x 3 10.75 0.365 10.020 8.50 3.50 0.216 3.068 7.25 STD/40 79 

10 x 4 10.75 0.365 10.020 8.50 4.50 0.237 4.026 7.25 STD/40 82 

10 x 5 10.75 0.365 10.020 8.50 5.56 0.258 5.047 7.50 STD/40 82.5 

10 x 6 10.75 0.365 10.020 8.50 6.62 0.280 6.065 7.62 STD/40 85.9 

10 x 8 10.75 0.365 10.020 8.50 8.62 0.322 7.981 8.00 STD/40 86.5 

12 x 4 12.75 0.406 11.938 10.00 4.50 0.237 4.026 8.50 SCH 40 121 

12 x 5 12.75 0.406 11.938 10.00 5.562 0.258 5.046 8.50 SCH 40 127 

12 x 6 12.75 0.406 11.938 10.00 6.625 0.280 6.065 8.62 SCH 40 128 

12 x 8 12.75 0.406 11.938 10.00 8.625 0.322 7.981 9.00 SCH 40 130 

12 x 10 12.75 0.406 11.938 10.00 10.75 0.365 10.020 9.50 SCH 40 133 

14 x 6 14.00 0.438 13.124 11.00 6.625 0.280 6.065 9.38 SCH 40 169 

14 x 8 14.00 0.438 13.124 11.00 8.625 0.322 7.981 9.75 SCH 40 171 

14 x 10 14.00 0.438 13.124 11.00 10.75 0.365 10.020 10.12 SCH 40 173 

14 x 12 14.00 0.438 13.124 11.00 12.75 0.406 11.938 10.62 SCH 40 176 

16 x 6 16.00 0.500 15.000 12.00 6.625 0.280 6.065 10.38 SCH 40 240 

16 x 8 16.00 0.500 15.000 12.00 8.625 0.322 7.981 10.75 SCH 40 253 

16 x 10 16.00 0.500 15.000 12.00 10.75 0.365 10.020 11.12 SCH 40 263 

16 x 12 16.00 0.500 15.000 12.00 12.75 0.406 11.938 11.62 SCH 40 284 

16 x 14 16.00 0.500 15.000 12.00 14.00 0.438 13.124 12.00 SCH 40 295 

 
 
 



 

 
 

Reducing Tees – Schedule 40 (Continued) 
 
 

Nominal 
Pipe Size 

Dimensions of Run Dimensions of Branch 

Pipe 
Schedule 

Approximate 
Weight  

(in Pounds) 
Outside 

Diameter 
Wall 

Thickness 
Inside 

Diameter 

Center 
to End 

(C) 

Outside 
Diameter 

Wall 
Thickness 

Inside 
Diameter 

Center 
to End 

(M) 

18 x 8 18.00 0.562 16.876 13.50 8.63 0.322 7.981 11.75 SCH 40 324 

18 x 10 18.00 0.562 16.876 13.50 10.75 0.365 10.020 12.12 SCH 40 343 

18 x 12 18.00 0.562 16.876 13.50 12.75 0.406 11.938 12.62 SCH 40 361 

18 x 14 18.00 0.562 16.876 13.50 14.00 0.438 13.124 13.00 SCH 40 372 

18 x 16 18.00 0.562 16.876 13.50 16.00 0.500 15.000 13.00 SCH 40 393 

20 x 8 20.00 0.594 18.812 15.00 8.63 0.322 7.981 12.75 SCH 40 464 

20 x 10 20.00 0.594 18.812 15.00 10.75 0.365 10.020 13.12 SCH 40 483 

20 x 12 20.00 0.594 18.812 15.00 12.75 0.406 11.938 13.62 SCH 40 499 

20 x 14 20.00 0.594 18.812 15.00 14.00 0.438 13.124 14.00 SCH 40 518 

20 x 16 20.00 0.594 18.812 15.00 16.00 0.500 15.000 14.00 SCH 40 537 

20 x 18 20.00 0.594 18.812 15.00 18.00 0.562 16.876 14.50 SCH 40 558 

24 x 10 24.00 0.688 22.624 17.00 10.75 0.365 10.020 15.12 SCH 40 820 

24 x 12 24.00 0.688 22.624 17.00 12.75 0.406 11.938 15.62 SCH 40 826 

24 x 14 24.00 0.688 22.624 17.00 14.00 0.438 13.124 16.00 SCH 40 853 

24 x 16 24.00 0.688 22.624 17.00 16.00 0.500 15.000 16.00 SCH 40 871 

24 x 18 24.00 0.688 22.624 17.00 18.00 0.562 16.876 16.50 SCH 40 893 

24 x 20 24.00 0.688 22.624 17.00 20.00 0.594 18.812 17.00 SCH 40 917 

 
* Dimensions conform to ASME B16.9 & material conforms to ASTM SA-234 Grade B. 
 


