
 

 

 

Reducing Tees 
Schedule 80 
Inches / Pounds 

 

 
 

Nominal 
Pipe Size 

Dimensions of Run Dimensions of Branch 

Pipe 
Schedule 

Approximate 
Weight  

(in Pounds) 
Outside 

Diameter 
Wall 

Thickness 
Inside 

Diameter 

Center 
to End 

(C) 

Outside 
Diameter 

Wall 
Thickness 

Inside 
Diameter 

Center 
to End 

(M) 

¾ x ½ 1.05 0.154 .742 1.12 0.84 0.147 0.546 1.12 XH/80 0.47 

1 x ½ 1.32 0.179 .957 1.50 0.84 0.147 0.546 1.50 XH/80 0.92 

1 x ¾ 1.32 0.179 .957 1.50 1.05 0.154 0.742 1.50 XH/80 0.98 

1 ¼ x ½ 1.66 0.191 1.278 1.88 0.84 0.147 0.546 1.88 XH/80 1.6 

1 ¼ x ¾ 1.66 0.191 1.278 1.88 1.32 0.179 0.957 1.88 XH/80 1.6 

1 ¼ x 1 1.66 0.191 1.278 1.88 1.05 0.154 0.742 1.88 XH/80 1.6 

1 ½ x ½ 1.90 0.200 1.500 2.25 0.84 0.147 0.546 2.25 XH/80 2.2 

1 ½ x ¾ 1.90 0.200 1.500 2.25 1.05 0.154 0.742 2.25 XH/80 2.2 

1 ½ x 1 1.90 0.200 1.500 2.25 1.32 0.179 0.957 2.25 XH/80 2.3 

1 ½ x 1 ¼ 1.90 0.200 1.500 2.25 1.66 0.191 1.278 2.25 XH/80 2.4 

2 x ¾ 2.38 0.218 1.939 2.50 1.05 0.154 0.742 1.75 XH/80 3.5 

2 x 1 2.38 0.218 1.939 2.50 1.32 0.179 0.957 2.00 XH/80 3.5 

2 x 1 ¼ 2.38 0.218 1.939 2.50 1.66 0.191 1.278 2.25 XH/80 3.7 

2 x 1 ½ 2.38 0.218 1.939 2.50 1.90 0.200 1.500 2.38 XH/80 3.8 

2 ½ x 1 2.88 0.276 2.323 3.00 1.32 0.179 0.957 2.25 XH/80 5.8 

2 ½ x 1 ¼ 2.88 0.276 2.323 3.00 1.66 0.191 1.278 2.50 XH/80 6 

2 ½ x 1 ½ 2.88 0.276 2.323 3.00 1.90 0.145 1.500 2.62 XH/80 6.2 

2 ½ x 2 2.88 0.276 2.323 3.00 2.38 0.218 1.939 2.75 XH/80 6.3 

3 x 1 3.50 0.300 2.900 3.38 1.32 0.179 0.957 2.62 XH/80 7.8 

3 x 1 ¼ 3.50 0.300 2.900 3.38 1.66 0.191 1.278 2.75 XH/80 8 

3 x 1 ½ 3.50 0.300 2.900 3.38 1.90 0.200 1.500 2.88 XH/80 8.1 

3 x 2 3.50 0.300 2.900 3.38 2.38 0.218 1.939 3.00 XH/80 8.6 

3 x 2 ½  3.50 0.300 2.900 3.38 2.88 0.276 2.323 3.25 XH/80 8.8 

3 ½ x 1 ½ 4.00 0.318 3.364 3.75 1.90 0.200 1.500 3.12 XH/80 11.6 

3 ½ x 2 4.00 0.318 3.364 3.75 2.38 0.218 1.939 3.25 XH/80 11.7 

3 ½ x 2 ½ 4.00 0.318 3.364 3.75 2.88 0.276 2.323 3.50 XH/80 12.1 

3 ½ x 3 4.00 0.318 3.364 3.75 3.50 0.300 2.900 3.62 XH/80 12.6 

4 x 1 ½ 4.50 0.337 3.826 4.12 1.90 0.200 1.500 3.38 XH/80 15 

4 x 2 4.50 0.337 3.826 4.12 2.38 0.218 1.939 3.50 XH/80 15.1 

4 x 2 ½ 4.50 0.337 3.826 4.12 2.88 0.276 2.323 3.75 XH/80 15.1 

4 x 3 4.50 0.337 3.826 4.12 3.50 0.300 2.900 3.88 XH/80 15.4 

4 x 3 ½ 4.50 0.337 4.026 4.12 4.00 0.318 3.548 4.00 XH/80 15.7 



 

 
 

Reducing Tees – Schedule 80 (Continued) 
 
 

Nominal 
Pipe Size 

Dimensions of Run Dimensions of Branch 

Pipe 
Schedule 

Approximate 
Weight  

(in Pounds) 
Outside 

Diameter 
Wall 

Thickness 
Inside 

Diameter 

Center 
to End 

(C) 

Outside 
Diameter 

Wall 
Thickness 

Inside 
Diameter 

Center 
to End 

(M) 

5 x 2 5.56 0.375 4.813 4.88 2.38 0.218 1.939 4.12 XH/80 23.6 

5 x 2 ½ 5.56 0.375 4.813 4.88 2.88 0.276 2.323 4.25 XH/80 23.9 

5 x 3 5.56 0.375 4.813 4.88 3.50 0.300 2.900 4.38 XH/80 24.2 

5 x 3 ½ 5.56 0.375 4.813 4.88 4.00 0.318 3.364 4.50 XH/80 24.8 

5 x 4 5.56 0.375 4.813 4.88 4.50 0.337 3.826 4.62 XH/80 25.4 

6 x 2 6.62 0.432 5.761 5.62 2.38 0.218 1.939 4.75 XH/80 37.4 

6 x 2 ½ 6.62 0.432 5.761 5.62 2.88 0.276 2.323 4.75 XH/80 38.2 

6 x 3 6.62 0.432 5.761 5.62 3.50 0.300 2.900 4.88 XH/80 38.6 

6 x 3 ½ 6.62 0.432 5.761 5.62 4.00 0.318 3.364 5.00 XH/80 38.8 

6 x 4 6.62 0.432 5.761 5.62 4.50 0.337 3.826 5.12 XH/80 39.3 

6 x 5 6.62 0.432 5.761 5.62 5.56 0.375 4.813 5.38 XH/80 39.5 

8 x 3 8.62 0.500 7.62 7.00 3.50 0.300 2.900 6.00 XH/80 68.3 

8 x 3 ½ 8.62 0.500 7.65 7.00 4.00 0.318 3.364 6.00 XH/80 68.6 

8 x 4 8.62 0.500 7.62 7.00 4.50 0.337 3.826 6.12 XH/80 69.2 

8 x 5 8.62 0.500 7.62 7.00 5.56 0.375 4.813 6.38 XH/80 69.4 

8 x 6 8.62 0.500 7.62 7.00 6.62 0.432 5.761 6.62 XH/80 70.2 

10 x 3 10.75 0.594 9.562 8.50 3.500 0.300 2.900 7.25 Sch 80 118 

10 x 4 10.75 0.594 9.562 8.50 4.500 0.337 3.826 7.25 Sch 80 120 

10 x 5 10.75 0.594 9.562 8.50 5.562 0.375 4.812 7.50 Sch 80 122 

10 x 6 10.75 0.594 9.562 8.50 6.625 0.432 5.761 7.62 Sch 80 124 

10 x 8 10.75 0.594 9.562 8.50 8.625 0.500 7.625 8.00 Sch 80 127 

12 x 4 12.75 0.688 11.374 10.00 4.500 0.337 3.826 8.50 Sch 80 204 

12 x 5 12.75 0.688 11.374 10.00 5.562 0.375 4.812 8.50 Sch 80 205 

12 x 6 12.75 0.688 11.374 10.00 6.625 0.432 5.761 8.62 Sch 80 208 

12 x 8 12.75 0.688 11.374 10.00 8.63 0.500 7.625 9.00 Sch 80 215 

12 x 10 12.75 0.688 11.374 10.00 10.750 0.594 9.562 9.50 Sch 80 227 

14 x 6 14.00 0.750 12.500 11.00 6.625 0.432 5.761 9.38 Sch 80 294 

14 x 8 14.00 0.750 12.500 11.00 8.63 0.500 7.625 9.75 Sch 80 300 

14 x 10 14.00 0.750 12.500 11.00 10.75 0.594 9.562 10.12 Sch 80 305 

14 x 12 14.00 0.750 12.500 11.00 12.750 0.688 11.374 10.62 Sch 80 315 

16 x 6 16.00 0.844 14.312 12.00 6.625 0.432 5.761 10.38 Sch 80 397 

16 x 8 16.00 0.844 14.312 12.00 8.625 0.500 7.625 10.75 Sch 80 405 

16 x 10 16.00 0.844 14.312 12.00 10.75 0.594 9.562 11.12 Sch 80 422 

16 x 12 16.00 0.844 14.312 12.00 12.75 0.688 11.374 11.62 Sch 80 441 

16 x 14 16.00 0.844 14.312 12.00 14.00 0.750 12.500 12.00 Sch 80 452 

 
 
 



 

 
 

Reducing Tees – Schedule 80 (Continued) 
 
 

Nominal 
Pipe Size 

Dimensions of Run Dimensions of Branch 

Pipe 
Schedule 

Approximate 
Weight  

(in Pounds) 
Outside 

Diameter 
Wall 

Thickness 
Inside 

Diameter 

Center 
to End 

(C) 

Outside 
Diameter 

Wall 
Thickness 

Inside 
Diameter 

Center 
to End 

(M) 

18 x 8 18.00 0.938 16.124 13.50 8.63 0.500 7.625 11.75 Sch 80 563 

18 x 10 18.00 0.938 16.124 13.50 10.75 0.594 9.562 12.12 Sch 80 578 

18 x 12 18.00 0.938 16.124 13.50 12.75 0.688 11.374 12.62 Sch 80 615 

18 x 14 18.00 0.938 16.124 13.50 14.00 0.750 12.500 13.00 Sch 80 628 

18 x 16 18.00 0.938 16.124 13.50 16.00 0.844 14.312 13.00 Sch 80 653 

20 x 8 20.00 1.031 17.938 15.00 8.63 0.500 7.625 12.75 Sch 80 773 

20 x 10 20.00 1.031 17.938 15.00 10.75 0.594 9.562 13.12 Sch 80 792 

20 x 12 20.00 1.031 17.938 15.00 12.75 0.688 11.374 13.62 Sch 80 819 

20 x 14 20.00 1.031 17.938 15.00 14.00 0.750 12.500 14.00 Sch 80 850 

20 x 16 20.00 1.031 17.938 15.00 16.00 0.844 14.312 14.00 Sch 80 880 

20 x 18 20.00 1.031 17.938 15.00 18.00 0.938 16.124 14.50 Sch 80 918 

24 x 10 24.00 1.219 21.562 17.00 10.75 0.594 9.562 15.12 Sch 80 1,341 

24 x 12 24.00 1.219 21.562 17.00 12.75 0.688 11.374 15.62 Sch 80 1,360 

24 x 14 24.00 1.219 21.562 17.00 14.00 0.750 12.500 16.00 Sch 80 1,377 

24 x 16 24.00 1.219 21.562 17.00 16.00 0.844 14.312 16.00 Sch 80 1,409 

24 x 18 24.00 1.219 21.562 17.00 18.00 0.938 16.124 16.50 Sch 80 1,434 

24 x 20 24.00 1.219 21.562 17.00 20.00 1.031 17.938 17.00 Sch 80 1,487 

 
* Dimensions conform to ASME B16.9 & material conforms to ASTM SA-234 Grade B. 
 


