300# CS OS&Y FLANGED GLOBE VALVE SM 3OOG BV

FEATURES
e Class 300 e API Trim 8
e OS&Y ® Rising Stem
e Flanged Ends ® Bolted Bonnet

e Maximum Pressure 740 psi @ -20°F to 100°F
e Temperature Range: -20°F to 797°F

APPLICABLE STANDARDS
* Design API 623
® Face to Face Dimension Conforms to ANSI B16.10
* Raised Face Flanged Ends Conforms to ANSI B16.5
o Tested According to API 598
* Nace MR0175

Materials of Construction

[ item | Part ASTM
-- Body A216 WCB
Seat Ring A105+CoCr-A
Disc A105+410
Disc Cover A276 Gr. 410
Stem A182 Gr. F6a
Name Plate AISI 304
Rivet AISI 304
Gasket 316 SS+ Graphite SW
Bonnet A216 WCB
H(OPEN) Body/Bonnet Bolt A193 GR. B7M
Body/Bonnet Nut A194 GR. 2HM
Packing Bolt Pin A29 Gr. 1020
Gland Flange A216 WCB
Gland Bolt A193 Gr. B7TM
Gland Nut A194 GR. 2HM
Stem Nut A439 GR. D-2
c—L Washer A29 Gr. 1020
Handle Nut A194 Gr. 2HM
Bolt A29 Gr. 1035
Handwheel A536 Gr. 65-45-12
Impact Adaptor A29 Gr. 1035
Screw A29 Gr. 1020
Gland A276 Gr. 410
Packing API 622 Graphite ( Low E )
Backseat Bushing A276 Gr. 410

Dimensions (Inches
BE [ o | & | o6 T N-gM G H [\ C Weight (Ibs)
G 1750 | 850 | 10.62| 12.50 | 1.44 |12-¢0.875| 0.06 | 25.28 | 15.75| 345 338.40
I 22.00] 1062 13.00] 15.00 | 1.62 | 12-1.00| 0.06 | 34.53 | 17.72] 883 644.80
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